
Modular system
Universale Plus /The Universal / Volatile liquid trap / Basement drains without backwater valve

The Universal
with backwater valve
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Outer diameter Ø (mm) Art. no.

Ø 110 27 600

Drain bodies

Material: PP 

Version: 

factory-mounted flange for installation in 

waterproof concrete, water pressure tight 

up to 0.6 bar and radon tight

Art. no.

27 650

Art. no.

29 103

Universale Plus
with backwater valve and waterproof flange

Material: PP 

Version:  2 inlets Ø 50, 

1 inlet Ø 75 with blind plug

Compatibility: Art. no. 27 611, 27 621

Basement drain
with odour trap

Outer diameter Ø (mm) Art. no.

Ø 110 29 101

Material: PP 

Version:  2 inlets Ø 50, 

1 inlet Ø 75 with blind plug

Compatibility: Art. no. 29 111, 29 121
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Volatile liquid trap 
with odour trap

Outer diameter Ø (mm) Art. no.

Ø 110 51 102

Material: Polymer 

Compatibility: Art. no. 51 101 320
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Volatile liquid trap 
with backwater valve

Outer diameter Ø (mm) Art. no.

Ø 110 52 102

Material: Polymer 

Compatibility: Art. no. 52 101 320
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Universale Plus
with backwater valve 
without waterproof flange
Material: PP 

Art. no.

27 660

Material: PP 

Version: 

factory-mounted flange for installation in 

waterproof concrete, water pressure tight 

up to 0.6 bar and radon tight

Universale Plus
with odour trap and waterproof flange

Universale Plus
with odour trap without waterproof flange

Material: PP 
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KESSEL AG294 4.3 Basement drains Catalogue EN 4.2


